 (
TA4 
 
250V
16-1
0
145
CAUTION: FOR CONTINUED PROTECTION
AGAINST RISK OF FIRE, REPLACE ONLY
WITH THE SAME TYPE OF FUSE HAVING
THE SAME ELECTRICAL RATINGS.
ATTENTION: UTILISER UN FUSIBLE DE
RECHANGE DE MEME TYPE DE T4A 250V.
) (
TA4 
 
250V
16-1
0
145
CAUTION: FOR CONTINUED PROTECTION
AGAINST RISK OF FIRE, REPLACE ONLY
WITH THE SAME TYPE OF FUSE HAVING
THE SAME ELECTRICAL RATINGS.
ATTENTION: UTILISER UN FUSIBLE DE
RECHANGE DE MEME TYPE DE T4A 250V.
)


 (
TA4 
 
250V
16-1
0
145
CAUTION: FOR CONTINUED PROTECTION
AGAINST RISK OF FIRE, REPLACE ONLY
WITH THE SAME TYPE OF FUSE HAVING
THE SAME ELECTRICAL RATINGS.
ATTENTION: UTILISER UN FUSIBLE DE
RECHANGE DE MEME TYPE DE T4A 250V.
) (
TA4 
 
250V
16-1
0
145
CAUTION: FOR CONTINUED PROTECTION
AGAINST RISK OF FIRE, REPLACE ONLY
WITH THE SAME TYPE OF FUSE HAVING
THE SAME ELECTRICAL RATINGS.
ATTENTION: UTILISER UN FUSIBLE DE
RECHANGE DE MEME TYPE DE T4A 250V.
)


 (
TA4 
 
250V
16-1
0
145
CAUTION: FOR CONTINUED PROTECTION
AGAINST RISK OF FIRE, REPLACE ONLY
WITH THE SAME TYPE OF FUSE HAVING
THE SAME ELECTRICAL RATINGS.
ATTENTION: UTILISER UN FUSIBLE DE
RECHANGE DE MEME TYPE DE T4A 250V.
) (
TA4 
 
250V
16-1
0
145
CAUTION: FOR CONTINUED PROTECTION
AGAINST RISK OF FIRE, REPLACE ONLY
WITH THE SAME TYPE OF FUSE HAVING
THE SAME ELECTRICAL RATINGS.
ATTENTION: UTILISER UN FUSIBLE DE
RECHANGE DE MEME TYPE DE T4A 250V.
)






Size: 62x13mm
[bookmark: _GoBack]Powerbox fuse label 16-10145 confirmed.

Enjoy and have fun,
Peter
www.inkochnito.nl
If you like my work, please send me a donation via PayPal.
